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BLAZOL BOOSTER SYNTH 20W50 (APl SM)

> Description

BOOSTER 4T 20W50 (API SM) is an Advanced Premium Quality Synthetic Blend engine oil specifically
designedfor 4-Stroke Cruiser and Tourer bikes to suit long riding conditions.

BLAZOL BOOSTER 4-T has been developed with Power Booster Technology which manages heat and
friction in big bikes, ensuring continuous power delivery and provides On-Demand Acceleration. Specially
designed for Pulsars and Avengers with sump capacity of 1.20 Litre engine. It is suitable for all 4-stroke
motorcycle engines both carburetor and fuel injected where APl SM is recommended.

> Applications

Recommended for new generation 4-stroke gasoline engines in high performance motorcycles of all leading
global manufacturers like Hero Moto Corp, Honda, TVS, Bajaj, Yamaha, Suzuki, Kawasaki, Mahindra,
Royal Enfield and all other makes.

» Performance Standards

* API SM
+ JASO MA?2

» Product Features & Benefits

« Improved engine life and maximum power with special protection to air-cooled engines of 4-stroke
motorcycles.

« Superior cleaning properties with potential for longer oil drain interval and wet clutch protection.
« Guarantees good lubrication in normal service conditions.

* Prevents the formation of lacquers and varnishes thanks to its dispersant additives.

« It maintains an adequate pressure and temperature under all service conditions.
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» Technical Specifiation: BOOSTER SYNTH 4T 20W50

PROPERTIES ASTM TEST TYPICAL VALUES
METHOD

Appearance Visual Clear & Bright
Kinematic Viscosity @ 100°C, cSt D445 17-18
Viscosity Index D2270 135
Kinematic Viscosity @ 40°C, cSt D445 135-145
Flash Point, °C, min D92 225
Pour Point OC, max D97 (-) 24
TBN, mg. KOH/gm. D2896 6-8

The above details are typical results of normal production and variations in these characteristics may occur.
The information contained herein is subject to change without notification. All recommendations and
suggestions are without guarantee and the manufacturers do not accept liability for any loss or damage,
however arising, which resultsdirectly from the use of such information, nor do we offer any warranty.

» Storage

Store the products indoors and avoid direct sunlight or heat. Please keep the container in closed condition
always.

> Environment, Health & Safety

¢ Do not dispose the used oil to soil, drains and water. Dispose the used oil through authorized collection point.

e This product is unlikely to present any safety & health hazard when properly used in the recommended
application.

» Avoid contact with skin and eyes. After skin contact, wash with water and soap.
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